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One Intel !  Xeon !  Processor E3110 with dual-core , 
one maximum, 1333MHz system bus, and 6MB L2 cache or
One Intel  Xeon Processor X3360 with quad-core , 
one maximum, 1333MHz system bus, and 12MB L2 cache 
Processor uses FC-LGA8 package, one LGA775 socket
2GB or 4GB std, 8GB max, PC2-6400 800MHz DDR2, ECC, 
dual-channel capable, four 240-pin DIMM sockets;
Non-italics: standard memory in two sockets; two sockets available
ATI!  RN50 (ES1000), on planar, 32-bit/33MHz PCI 2.2, 16MB, 
external monitor port (VGA DB-15); 
Maximum resolution: 1024x768@85Hz 
None (use USB port)
DVD-ROM, SATA 1.5Gb/s, uses ICH9R
None
Serial ATA, SATA 3.0Gb/s, integrated in ICH9R, not used by disks
Six SATA connectors on planar, 
13U SATA: 4 simple-swap connectors on 3.5" disk backplate
15U SATA/SAS: 4 hot-swap connectors on 3.5" disk backplane 
LSIä  1064E, SATA 3.0 Gb/s, RAID8 0, 1 support, 
Mini PCI Expressâ  adapter
None
15U SATA/SAS: 4 hot-swap connectors on 3.5" disk backplane 
15U: LSI MR10i, SATA 3.0 Gb/s, SAS 3.0 Gb/s, 
RAID8 0, 1, 5, 6, 10, 50, 60 support, Mini PCI Express adapter
Intel 3210 Chipset , Intel I/O Controller Hub 9 RAID (ICH9R) 
for RAID 0, 1, 10 support, SMSC!  SCH5027D Super I/O
Two USB 2.0
Four USB 2.0, two serial (9-pin), parallel, ethernet (RJ-45), 
monitor (VGA DB-15)
Diagnostic LEDs (system-error LED on front cover; error LEDs for 
fans, disks, memory, processor, PCI slots, power supply) 
System management utility, baseboard management controller, 
IPMI 2.0-compliant
None
Internal speaker
Gigabit ethernet on planar, Broadcomâ  BCM5722, PCIe x1
None (use USB port)
None (use USB port)
Some: One 400 watts, one maximum, non-redundant, 
   variable speed fan, non-hot-swap, universal
Some: Two 430 watts, two maximum, redundant with two, 
   variable speed fan, hot-swap, universal
Three fans (processor, rear, disks)

TS100 6434-13U 4x7 E3110 3.00 2 2 x 1GB None 3.5"  4 x Simple-swap SATA 1064E DVD 400W 3-year No Sep 08
TS100 6434-15U 4x7 X3360 2.83 4 2 x 2GB None 3.5" 4 x Hot-swap SATA/SAS4 MR10i DVD 2 x 430W 3-year No Sep 08
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See footnotes for important warranty information
US models announced September 30, 2008

  ! Lenovo
(TS100-2) March 2009

Disk 
typeDisk(s)

Limited Warranty 1 
ë 3-year parts and labor
ë Customer Replaceable Unit (CRU) parts only 
 (with limited onsite service for selected parts 3, 
 8 am - 5 pm, Mon - Fri coverage excluding holidays,
 next business day response time)
ë  ThinkPlus ä  services available; see  
 lenovo.com /thinkplus/warranty   
 ·  Onsite service upgrade options 
  (in eligible locations) 7

 ·  Post warranty maintenance services
ë 24 hour x 7 day 14 toll-free support during the 
 warranty period 1 via 800-426-7378

·  Business black color; metal case 
· ! 8.5"W x 21.25"D x 17.25"H 
· ! 216mm W x 540mm D x 438mm H
·  56 lb (25.2kg) max con® guration
·  Toolless side cover removal
·  Toolless disk and optical drive removal
·  Toolless adapter retention
·  Illuminated front icons
·  Rack shelf support 

Slot 1: full-length, full-height, PCIe x8 
Slot 2: full-length, full-height, PCIe x1 (x4 mechanical)  
Slot 3: full-length, full-height, 64-bit PCI-X (not enabled) 
Slot 4: full-length, full-height, 32-bit PCI 2.2     
Slot 5: half-length, full-height, 32-bit PCI 2.2 

Tower

Bay À 5.25", 1.6" high, external, standard optical
Bay Á 5.25", 1.6" high, external,  optional optical
Bay Â 3.5", 1" high, external, open
Bay Ã 3.5", 1" high, internal, optional disk
Bay Ä 3.5", 1" high, internal, optional disk
Bay Å 3.5", 1" high, internal, optional disk
Bay Æ 3.5", 1" high, internal, optional disk

·! T = Tower, S = Single processor
·! High performance server with rock solid technology and proven hardware design
·! Easy to use with ThinkServer EasyStartup and EasyManage software 
·! These small and medium business (SMB) models are part of the US TopSeller  ä  Program
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Security
·  Side cover lock (ships with two identical keys)
! -  prohibits removal of front panel and disks
·! Power-on password
·! Administrator password
·! Boot sequence control
·! Boot without keyboard, mouse, diskette
·! Serial port I/O control
·! USB port disablement (all)

Software management tools
·  ThinkServer EasyStartup
·  ThinkServer EasyManage

ThinkPlus Priority Support, 90-day Trial

Accessories
1GB PC2-6400 DDR2 ECC UDIMM 45J6188
2GB PC2-6400 DDR2 ECC UDIMM 45J6189
160GB 3.5" Simple-swap SATA 3.0Gb/s Disk (7200 rpm) 45J6195
250GB 3.5" Simple-swap SATA 3.0Gb/s Disk (7200 rpm) 45J6196
500GB 3.5" Simple-swap SATA 3.0Gb/s Disk (7200 rpm) 45J6197
750GB 3.5" Simple-swap SATA 3.0Gb/s Disk (7200 rpm) 45J6198
250GB 3.5" Hot-swap SATA 3.0Gb/s Disk (7200 rpm) 45J6201
500GB 3.5" Hot-swap SATA 3.0Gb/s Disk (7200 rpm) 45J6202 
750GB 3.5" Hot-swap SATA 3.0Gb/s Disk (7200 rpm) 45J6203 
1TB 3.5" Hot-swap SATA 3.0Gb/s Disk (7200 rpm) 45J6204 
146GB 3.5" Hot-swap SAS 3.0Gb/s Disk (15000 rpm) 45J6211 
300GB 3.5" Hot-swap SAS 3.0Gb/s Disk (15000 rpm) 45J6212
450GB 3.5" Hot-swap SAS 3.0Gb/s Disk (15000 rpm) 67Y0119  

Other accessories at lenovo.com /accessories


